Read measurement Up 
calibration data from 
probe 



Digitally capture video 
from probe 



Generate coordinate 
list of pixel blocks 
affected by overlay 



Standard bitmap 
header to tile 



Write image data 
(Including overlay) to 
image file 



^0- 



Write system info to f 



Write measurement 
calibration date to rile 



5-H- 



Write overlay 
replacement data 
coordinates and data 
to file 



Have user Identify 

optical measurement 
_ tip being used 



Perform measurement 
using nan-destructfve 
overlays 



Merge the overlay 
destructively Into the 
replicated image data 




Make a replica of the 
original image data 
overlay). 



Write standard JPEG 
header to tUe 




(no'"" 



Write system info I 
marker in file 



3-3 



Write measuremervtip 
calibration data to 
marker in file 



Write 8xfl overlay 
replacement block 
coordinates to marker 
In file 



32 



Create overlay 
replacement image 
with ail data values set 
to 0. 



Copy all 8x8 pixel 
blocks of original 
Image data affected by 
overlay into overlay 
replacement image 



Compress overlay 
replacement image 



Write compressed 
overlay replacement 
image to marker in 
JPEG file. 






i 


Compress Image with 
■ destructive overlay and 
write to JPEG file 







Step through Block Coordinate list 

and copy 8x8 pixel blocks from 
replacement data/image into main 
image 



